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Cordino di Posizionamento e Trattenuta Regolabile Pioneer™ 2m
Cordino di Posizionamento e Trattenuta Regolabile Pioneer™ fino a 2m / FAR0208

DESCRIZIONE

Lunghezza regolabile fino a 2 m, realizzata in fettuccia di poliestere
larga 33 mm regolazione manuale con anello in lega d'acciaio.

OPZIONI

Cordino di Posizionamento e Trattenuta Regolabile
Pioneer™ fino a 2m (FAR0208)

STANDARD  DI  SICUREZZA

EN 358
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SPECIFICHE

 Lunghezza
2m Max.  Materiale

Fettuccia in poliestere da 33 mm

 Estremità Corda
X

 Manicotto di Protezione

 Dispositivo di Regolazione
Regolazione ad anello manuale in lega d'acciaio  Peso del Prodotto

587g

 

Consegnato con
2 connettori in alluminio a un quarto di giro non
rimovibili. Apertura 22mm. Conforme a EN362
Classe T

APPLICAZIONI

Guida generale e non dovrebbe essere considerata un sostituto per una valutazione completa del rischio

Carrelli elevatori – Piattaforme (PLE)

DOWNLOAD

Immagini Scaricabili (ZIP)

doc-far0208-far0208e.pdf (PDF)

https://cms.jspdigihub.com/get-image-pack/products/pioneer-adjustable-2m-restraint-lanyard-flat-webbing-2-karabiners/default
https://cms.jspdigihub.com/media/pages/products/pioneer-adjustable-2m-restraint-lanyard-flat-webbing-2-karabiners/dd7b9c9698-1716979338/doc-far0208-far0208e.pdf
https://www.jspsafety.com
mailto:sales@jspsafety.com
https://www.jspsafety.com
https://www.youtube.com/user/JSPltd
https://twitter.com/JSPLtd
https://www.facebook.com/JSPLtd
https://www.linkedin.com/company/371230

