ESPECIFICACIONES
TECNICAS

Inserto RX para gafas EVO®

Inserto RX para gafas EVO® / AGU230-001-300

DESCRIPCION

Insertos de prescripcion de facil ajuste. El inserto RX se ajusta detras
de la lente de las gafas, para combinar lentes correctoras con gafas de
proteccion.

OPCIONES

Inserto RX para gafas EVO® (AGU230-001-300)

Método para agregar lentes graduadas a inserto RX:

Lleve sus 'gafas e inserto RX' a un 6ptico cualificado de la calle y
solicite que le acristalen el inserto RX con su receta especifica. El
optico enviara el inserto RX a un laboratorio para el acristalamiento.
Hecho esto, el inserto esta listo y se puede insertar simplemente en la
montura de las gafas listas para su uso inmediato.
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ESPECIFICACIONES

Material Leuigs Peso del producto

TR 90 69

Ancho de la ranura de la lente Profundidad de la ranura de la lente
1,8 mm 1,3 mm

Distancia pupilar (PD) Base de la lente

68 mm Curva de 6mm

Tamano de la lente vertical Tamano de la lente diagonal

35,8 mm 47,9 mm

Ancho Total Punto mas cercano entre las lentes
124 mm 25,5 mm

Correccion maxima de dioptrias

3.5 Dioptrias

GAMA DESCARGAR

(& Coleccion de imagenes (ZIP)

RX Inserts

For Safety Eyewear

JSP Limited. Worsham Mill. Minster Lovell. Oxford OX29 0TA. England
Tel: +44 (0)1993 826050 / Fax: +44 (0)1993 824411 / Email: sales @jspsafety.com / Web: www.jspsafety.com
Do Not Publish without written permission from JSP Limited. Contact copyright@jspsafety.com. Information correct in the United Kingdom at

date of issue and may be subject to change. Any third-party machine and automated translations processed by users may have
inaccuracies and should not be relied upon

Page 2 of 2/ Issued 1 Apr 2026 / Copyright 2018 - 2026. JSP Limited. All Rights Reserved.


https://cms.jspdigihub.com/get-image-pack/products/rx-insert-for-evo-goggles/rx-insert-for-evo-goggles
https://www.jspsafety.com
mailto:sales@jspsafety.com
https://www.jspsafety.com
https://www.youtube.com/user/JSPltd
https://twitter.com/JSPLtd
https://www.facebook.com/JSPLtd
https://www.linkedin.com/company/371230

