FICHE TECHNIQUE

Insert RX pour lunette-masque EVO® & EVO Thermex™

Insert RX pour lunette-masque EVO® & EVO Thermex™ / AGU230-001-300

DESCRIPTION OPTIONS

Insert RX pour lunette-masque EVO® & EVO Thermex™

Insert pour des verres correcteurs facile a mettre en place. L'insert RX (AGU230-001-300)

se place derriere le masque, pour combiner les verres correcteurs et
les lunettes de protection.

Procédé d'ajout de verres de prescription a l'insert RX:

Apportez votre "Masque et insert RX" chez un opticien et demandez
que l'insert RX soit équipé suivant votre ordonnance. L'opticien se
charge du montage du verre sur I'insert RX. Une fois terminée, l'insert
est prét et peut étre inséré dans le masque et utilisé immédiatement".
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INFORMATIONS TECHNIQUES

Matériau Leuigs Poids du produit

TR 90 69

Largeur oculaire Profondeur oculaire

1.8 mm 1.3 mm

Distance pupillaire (DP) Courbure de I'oculaire:

68mm Courbe de 6mm

Taille de I'oculaire (Verticale) Taille de I'oculaire (Diagonale)

35.8 mm 47.9 mm

Largeur Totale: Point le plus proche entre les oculaires:
124mm 25.5 mm

Correction maximale

3.5 Diopters

GAMME TELECHARGEMENTS

& Pack d'images (ZIP)

RX Inserts

For Safety Eyewear

JSP Limited. Worsham Mill. Minster Lovell. Oxford OX29 0TA. England
Tel: +44 (0)1993 826050 / Fax: +44 (0)1993 824411 / Email: sales @jspsafety.com / Web: www.jspsafety.com
Do Not Publish without written permission from JSP Limited. Contact copyright@jspsafety.com. Information correct in the United Kingdom at

date of issue and may be subject to change. Any third-party machine and automated translations processed by users may have
inaccuracies and should not be relied upon

Page 2 of 2/ Issued 1 Apr 2026 / Copyright 2018 - 2026. JSP Limited. All Rights Reserved.


https://cms.jspdigihub.com/get-image-pack/products/rx-insert-for-evo-goggles/rx-insert-for-evo-goggles
https://www.jspsafety.com
mailto:sales@jspsafety.com
https://www.jspsafety.com
https://www.youtube.com/user/JSPltd
https://twitter.com/JSPLtd
https://www.facebook.com/JSPLtd
https://www.linkedin.com/company/371230

