
SPECYFIKACJA
TECHNICZNA

JSP Limited. Worsham Mill. Minster Lovell. Oxford OX29 0TA. England.

Tel: +44 (0)1993 826050 / Fax: +44 (0)1993 824411 / Email: sales@jspsafety.com / Web: www.jspsafety.com

Do Not Publish without written permission from JSP Limited. Contact copyright@jspsafety.com. Information correct in the United Kingdom at
date of issue and may be subject to change. Any third-party machine and automated translations processed by users may have
inaccuracies and should not be relied upon.

Page 1 of 2 / Issued 25 Aug 2025 / Copyright 2018 - 2025. JSP Limited. All Rights Reserved.

Aerialine™ 20m pozioma lina kotwicząca
Aerialine™ 20m pozioma lina kotwicząca / FAR0804

OPIS

Tymczasowa  elastyczna  pozioma  lina  kotwicząca  dla  przęseł  o
rozpiętości  od  3m  do  20m.  Bardzo  łatwy  w  montażu  (może  być
zainstalowany  przez  jedną  osobę).  Przetestowany  do  użytku  dla
maksymalnie 2 osób.

OPCJE

Aerialine™ 20m pozioma lina kotwicząca (FAR0804)

NORMY  BEZPIECZEŃSTWA

EN 795 • EN 362
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SPECYFIKACJE

Długość
20m

Materiał
Taśma poliestrowa 30mm.

Urządzenie regulacyjne
System napinania zapadkowego

Waga Produktu
3450g

Dostarczane z
2 Zawiesia kotwiczące Zgodne z normą EN795 typ
B. 2 Karabinki Twist Lock ze stali stopowej.
Rozwarcie karabinka 22.5 mm. Jest zgodny z
EN362 Klasa B.

PLIKI  DO  POBRANIA
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