FICHE TECHNIQUE

Longe antichute ajustable Spartan™ 2m Double

Longe antichute ajustable Spartan™ 2m Double / FAR0311

Longe antichute ajustable Spartan™ 2m Double

Longe en sangle avec absorbeur d'énergie réglable de 1.45m a 2m. La (FAR0311)

longe est composée d'une sangle en polyester de 30 mm de large avec
un mousqueton en acier et deux connecteurs grande ouverture en

acier, et comporte un indicateur de chute sur I'absorbeur d'énergie. NOGLES

EN 355
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Indicateur de chute

Oui

Matériau
Sangle polyester de largeur 30 mm avec boucles
textiles aux extrémités

Arrétes vives
Non

Dispositif de réglage
Anneau en alliage acier pour un ajustement manuel
et simple.

Poids du produit
1935¢g

TELECHARGEMENTS
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INFORMATIONS TECHNIQUES

Longueur
Ajustable jusqu'a 2m

Absorbeur d'énergie
Externe

Extrémités de corde
X

Manche de protection de la corde
Non

Livré avec

1 connecteur a vis en alliage acier. Ouverture
18mm. Conforme a la norme EN362 Classe B&M. 2
connecteurs a grande ouverture en acier. Ouverture
50mm. Conforme a EN362 Classe T

Page 2 of 2/ Issued 15 Dec 2025 / Copyright 2018 - 2025. JSP Limited. All Rights Reserved.


https://cms.jspdigihub.com/get-image-pack/products/2m-adjustable-twin-fall-arrest-lanyard/default
https://www.jspsafety.com
mailto:sales@jspsafety.com
https://www.jspsafety.com
https://www.youtube.com/user/JSPltd
https://twitter.com/JSPLtd
https://www.facebook.com/JSPLtd
https://www.linkedin.com/company/371230

