
FICHE TECHNIQUE

JSP Limited. Worsham Mill. Minster Lovell. Oxford OX29 0TA. England.

Tel: +44 (0)1993 826050 / Fax: +44 (0)1993 824411 / Email: sales@jspsafety.com / Web: www.jspsafety.com

Do Not Publish without written permission from JSP Limited. Contact copyright@jspsafety.com. Information correct in the United Kingdom at
date of issue and may be subject to change. Any third-party machine and automated translations processed by users may have
inaccuracies and should not be relied upon.

Page 1 of 2 / Issued 13 Aug 2025 / Copyright 2018 - 2025. JSP Limited. All Rights Reserved.

Pioneer™ Advanced 2-Point Harness
Pioneer™ Advanced 2-Points Harness / FAR0212

DESCRIPTION

The ultimate in comfort, ergonomic design and lightweight hardware
make this fully elasticated harness ideal for use by those who wear
height  safety  equipment  daily  and need to move freely  in  frequent
sitting-standing movements.

OPTIONS

Pioneer™ Advanced 2-Points Harness (FAR0212)

NORMES

EN 361
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INFORMATIONS  TECHNIQUES

Points d'ancrage
2

Réglage
Shoulders, Chest and Legs

Indicateur de chute
Yes

Boucles à déclenchement rapide
Yes

Ceinture de maintien en position de travail
No

Porte-outil
Yes

Rembourrage confort
None

Stationnement de la longe
Yes

Sangle sous-pelvienne
Yes

Pieces en métal
Light alloy steel

Etiquette
Protected

Poids/charge nominal
140g

Poids du produit
1450g

CARACTÉRISTIQUES

Indicateur de chute

Un contrôle visuel permet de voir si le harnais a
été soumis à une chute. lnspection facilitée.

Léger

Parties métalliques en alliage acier pour un
meilleur confort (légèreté).

Étiquettes d'inspection

Étiquettes d'Inspection et informations utilisateur
protégées dans une pochette en PVC.

Points de réglage

Harnais entièrement réglable avec des points de
réglage aux jambes, aux épaules et à la poitrine.

GAMME TÉLÉCHARGEMENTS
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