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Visière de remplacement Surefit™ acétate 20cm
Visière de remplacement Surefit™ acétate 20cm / ANX010-230-000

DESCRIPTION

Visière de remplacement en acétate pour porte-visière Surefit™.

OPTIONS

Visière de remplacement Surefit™ acétate 20cm
(ANX010-230-000)

NORMES

EN 166 • AS/NZS 1337.1

https://www.jspsafety.com
mailto:sales@jspsafety.com
https://www.jspsafety.com
https://www.youtube.com/user/JSPltd
https://twitter.com/JSPLtd
https://www.facebook.com/JSPLtd
https://www.linkedin.com/company/371230


JSP Limited. Worsham Mill. Minster Lovell. Oxford OX29 0TA. England.

Tel: +44 (0)1993 826050 / Fax: +44 (0)1993 824411 / Email: sales@jspsafety.com / Web: www.jspsafety.com

Do Not Publish without written permission from JSP Limited. Contact copyright@jspsafety.com. Information correct in the United Kingdom at
date of issue and may be subject to change. Any third-party machine and automated translations processed by users may have
inaccuracies and should not be relied upon.

Page 2 of 2 / Issued 25 Apr 2024 / Copyright 2018 - 2024. JSP Limited. All Rights Reserved.

INFORMATIONS  TECHNIQUES

 Marque du fabricant
JSP Dagger

 

Classe optique (1 - Classe 1- qualité élevée pour le port
permanent. 2 – Classe 2 – qualité moyenne pour le port
intermittent. 3 – Classe 3 – qualité faible pour des travaux
occasionnels et de courte durée).
1

 
Impact à faible énergie, résiste à une bille de 6 mm, de
0.86g tombant à 45 m/s. Protection maximale les lunettes de
sécurité.
F  Protection contre les projections de liquides

3

 Longueur de la visière
20cm  Matériau

Acétate

 Recyclable
Oui

APPLICATIONS

Conseils et recommandations uniquement à caractère indicatif qui ne doivent pas être considérés comme un substitut à une évaluation complète
des risques.

Aérospatiale Agriculture

Aéroports Gestion des installations

Industrie agroalimentaire Fabrication

Entreprises pétrolières, gazières et chimiques Entreprise individuelle

GAMME

SUREFIT™

TÉLÉCHARGEMENTS
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