
ESPECIFICACIONES
TÉCNICAS

JSP Limited. Worsham Mill. Minster Lovell. Oxford OX29 0TA. England.

Tel: +44 (0)1993 826050 / Fax: +44 (0)1993 824411 / Email: sales@jspsafety.com / Web: www.jspsafety.com

Do Not Publish without written permission from JSP Limited. Contact copyright@jspsafety.com. Information correct in the United Kingdom at
date of issue and may be subject to change. Any third-party machine and automated translations processed by users may have
inaccuracies and should not be relied upon.

Page 1 of 2 / Issued 2 Nov 2025 / Copyright 2018 - 2025. JSP Limited. All Rights Reserved.

Barbuquejo Linesman de 4 puntos y liberación rápida
Default / AHV200-000-000

DESCRIPCIÓN

El barboquejo JSP 4-pt Linesman proporciona una mayor seguridad
para  un  ajuste  más  firme,  evitando  que  los  cascos  se  caigan
accidentalmente  durante  los  movimientos  extremos.  Cumple  los
requisitos de las normas EN 397 y EN 14052 cuando se usa con la
gama de cascos JSP EVO® adecuada.

OPCIONES

Default (AHV200-000-000)

NORMAS  DE  SEGURIDAD

EN 397
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ESPECIFICACIONES

Tipo
Barbuquejo Linesman

Correa de barbilla 4-pt
Diseñado para romperse cuando se somete a una
fuerza entre 150N y 250N

Ajustable
Totalmente en 4 puntos individuales Material

Correas de nylon tejidas de 14 mm y hebillas de
nylonPeso del producto

31g

GAMA

HEAD
ACCESSORIES

VIDEOS

youtu.be/hOex5e3rbR0

DESCARGAR

Colección de imágenes (ZIP)
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